NATIVE BACKFILL MATERIAL
EXCAVATED FROM TRENCH.
DISCARD ALL MATERIAL
THAT WILL NOT PASS
THROUGH /4" SIEVE.
COMPACT BACKFILL
TRENCHES THOROUGHLY AT
A MIN. OF 6” LIFTS TO

FINISH GRADE PREVENT SETTLING.

—IRRIGATION LATERAL LINE
LOCATED AT A MINIMUM OF

tr1eT M 12"-18" BELOW FINISH
GRADE. OFFSET LOCATION
ST RO FROM MAINLINE AS SHOWN.
18"=24" MIN.

—SLEEVING AS NECESSARY.
SEE LA-20 & LA-21

—IRRIGATION MAINLINE

LOCATED AT A MINIMUM OF
18"-24" BELOW FINISH
GRADE.

SURROUND—~/4éﬁ

rl\_AAA%lF_{%_E V©|,\TIB A IRRIGATION WIRING.
MIN. OF 2" OF LOCATED AS SHOWN.
SAND TAPE TO MAINLINE EVERY

10" (MIN.). PROVIDE 18"

(MIN.) WIRE ON CHANGE
NOTE: OF DIRECTION.
CALL BEFORE YOU DIG. UTAH BLUE STAKES, 1-800-662—4111.

TRENCH DETAIL

LA-22
SCALE: NOT TO SCALE
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